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 for example. The above mentioned driver seems to be the the only Realtek driver I can see in the Windows 7 start menu (under Device Manager). Is there a way to change the default chipset of the card to "integrated"? I would like to have the Realtek 818x chipset instead of the RTL818x. Anybody knows how to get the Realtek 818x chipset for DVB-S?In recent years, it has been desired to realize a
recording device capable of recording high density. One of the methods to realize a high-density recording device is the use of an organic photosensitive material as a recording material. The reason is as follows: the organic photosensitive material is excellent in photosensitivity, and when an organic photosensitive material is used, the diameter of a recording dot can be reduced as compared with a heat-

sensitive type or a thermosensitive type. Therefore, the recording device of the organic photosensitive type is expected as a device capable of high-density recording. As a method of recording an image using an organic photosensitive material, the method of forming a latent image by exposing the organic photosensitive material to laser light and developing the latent image with a developer to form a
visible image has been well known. This method is advantageous in that the resolution is high and the formation of an image in a short period of time is possible. Further, as a method of a recording device of the organic photosensitive type, a method of exposing an organic photosensitive material to laser light to cause a local temperature rise by heat generated by the light energy, thereby causing

chemical or physical change of the organic photosensitive material has been disclosed, for example, in U.S. Pat. Nos. 3,152,904, 3,507,749, and 3,533,632. In Japanese Patent Application Laid-Open (KOKAI) Nos. 57-159536 (1982), 57-159537 (1982), 57-159538 (1982), and 57-159539 (1982), disclosed is a technique of a recording device in which an organic photosensitive material is used and an
image is formed on the organic photosensitive material by the light energy of a single pulse laser beam, and the light exposure is conducted to a part of the organic photosensitive material to form a local latent image and the latent image is converted into a visible image by a color developer containing a coupler. In Japanese Patent Application Laid- 82157476af
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